


LOAD TABLES 

SINGLE SPAN 

Load Condition 

UDL 

Load 600 wide Panel 

SINGLE SPAN 

Load Condition 

UDL 

Load 600 wide Panel 

GRATING PANELS 13 & 22MM / 600 X 6000 

Loading Criteria 

Max Load Capacity (kPa) 

Max Deflection (mm) 

Loading Criteria 

Max Load Capacity (kPa) 

Max Deflection (mm) 

13mm Load Bar 

500 620 700 

4.8 

2.5 

2.5 

3.2 

1.8 

3.5 

22mm Load Bar 

580 

7.0 

2.8 

600 

6.3 

3.0 

700 

4.3 

3.5 

800 

1.0 

4.0 

800 

2.8 

4.0 

900 1000 

0.8 

4.5 

850 

2.5 

4.2 

920 

2.0 

4.6 

For continuous spans of equal length multiply load values by a factor of 1.4. Where the loading is to be constant, values 

for the span can be increased by a factor of 1.087. 

SAFETY 



LOAD TABLES SLOTTED ALUMINIUM PANELS · 30 X 250 X 6000MM 

SINGLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2100 2250 2400 2550 2700 2850 3000 

UDL Max Load Capacity (kPa) 48.1 33.4 24.5 18.8 14.8 12.0 9.9 8.3 7.1 6.1 5.3 4.7 4.2 3.7 3.3 3.0 

Load 250 wide Panel Max Deflection (mm) 4.7 6.7 9.1 11.9 15.1 18.6 22.5 26.8 31.5 36.5 41.9 47.6 53.8 60.3 67.2 74.4 

Safe Load Limit {kPa} for sean/200 22.4 14.1 9.5 6.6 4.8 3.6 2.8 2.2 1.8 1.4 1.2 1.0 0.8 0.7 0.6 

LINE LOAD Max Load Capacity (kN) 4.5 3.8 3.2 2.8 2.5 2.3 2.0 1.9 1.7 1.6 1.5 1.4 1.3 1.3 1.2 1.1 

Load 250 wide Panel Max Deflection (mm) 3.7 5.4 7.3 9.5 12.1 14.9 18.0 21.4 25.2 29.2 33.5 38.1 43.0 48.2 53.7 59.6 

Safe Load Limit (kN) for Span/200 2.3 1.8 1.4 1.1 0.9 0.8 0.7 0.6 0.5 0.4 0.4 0.4 0.3 0.3 

DOUBLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2100 2250 2400 2550 2700 2850 3000 

UDL Max Load Capacity (kPa) 48.1 33.4 24.5 18.8 14.8 12.0 9.9 8.3 7.1 6.1 5.3 4.7 4.2 3.7 3.3 3.0 

Load 250 wide Panel Max Deflection (mm) 1.8 2.6 3.6 4.7 5.9 7.3 8.9 10.6 12.4 14.4 16.5 18.8 21.2 23.7 26.5 29.3 

Safe Load Limit {kPa} for Sean/200 3.7 3.1 2.6 2.2 1.8 1.6 

LINE LOAD Max Load Capacity (kN) 5.6 4.7 4.0 3.5 3.1 2.8 2.6 2.3 2.2 2.0 1.9 1.8 1.7 1.6 1.5 1.4 

Load 250 wide Panel Max Deflection (mm) 2.0 2.9 4.0 5.2 6.6 8.1 9.8 11.7 13.7 15.9 18.3 20.8 23.5 26.3 29.3 32.5 

Safe Load Limit (kN) for Span/200 1.5 1.3 1.2 1.0 0.9 0.8 0.7 0.7 

TRIPLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2000 

UDL Max Load Capacity (kPa) 54.1 35.7 26.2 20.1 15.9 12.8 10.6 8.9 7.6 7.2 

Load 250 wide Panel Max Deflection (mm) 2.6 3.7 5.1 6.7 8.4 10.4 12.6 15.0 17.6 18.5 

Safe Load Limit {kPa} for sean/200 3.5 2.7 2.1 2.0 

LINE LOAD Max Load Capacity (kN) 5.3 4.4 3.8 3.3 2.9 2.6 2.4 2.2 2.0 2.0 

Load 250 wide Panel Max Deflection (mm) 2.4 3.4 4.7 6.1 7.8 9.6 11.6 13.8 16.2 17.0 

Safe Load Limit (kN) for Span/200 1.7 1.4 1.2 1.2 

SAFETY 



LOAD TABLES GRATING - 30 X 500MM WIDE PANEL 

SINGLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2100 2250 2400 2550 2700 2850 3000 

UDL Max Load Capacity (kPa) 27.0 18.8 13.8 10.6 8.3 6.8 5.6 4.7 4.0 3.5 3.0 2.6 2.3 2.1 1.9 1.7 

Load 500 wide Panel Max Deflection (mm) 4.4 6.4 8.7 11.4 14.4 17.7 21.5 25.5 30.0 34.8 39.9 45.4 51.3 57.5 64.0 71.0 

Safe Load Limit {kPa) for sean/200 22.9 13.2 8.3 5.6 3.9 2.9 2.1 1.7 1.3 1.0 0.8 0.7 0.6 0.5 0.4 0.4 

LINE LOAD Max Load Capacity (kN) 5.1 4.2 3.6 3.2 2.8 2.5 2.3 2.1 2.0 1.8 1.7 1.6 1.5 1.4 1.3 1.3 

Load 500 wide Panel Max Deflection (mm) 3.6 5.1 7.0 9.1 11.5 14.2 17.2 20.4 24.0 27.8 31.9 36.3 41.0 46.0 51.2 56.8 

Safe Load Limit (kN) for Span/200 3.7 2.7 2.1 1.7 1.3 1.1 0.9 0.8 0.7 0.6 0.5 0.5 0.4 0.4 0.3 

DOUBLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2100 2250 2400 2550 2700 2850 3000 

UDL Max Load Capacity (kPa) 27.0 18.8 13.8 10.6 8.3 6.8 5.6 4.7 4.0 3.5 3.0 2.6 2.3 2.1 1.9 1.7 

Load 500 wide Panel Max Deflection (mm) 1.7 2.5 3.3 4.4 5.5 6.8 8.2 9.8 11.5 13.4 15.3 17.4 19.7 22.1 24.6 27.2 

Safe Load Limit {kPa) for sean/200 5.6 4.3 3.4 2.7 2.2 1.8 1.5 1.3 1.1 0.9 

LINE LOAD Max Load Capacity (kN) 6.8 5.6 4.8 4.3 3.7 3.3 3.0 2.8 2.6 2.4 2.2 2.1 1.9 1.8 1.7 1.6 

Load 500 wide Panel Max Deflection (mm) 2.2 3.2 4.4 5.7 7.1 8.8 10.7 12.7 14.9 17.3 19.8 22.6 25.5 28.6 31.8 35.3 

Safe Load Limit (kN) for Span/200 3.5 2.8 2.4 2.0 1.7 1.5 1.3 1.1 1.0 0.9 0.8 0.7 

TRIPLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2000 

UDL Max Load Capacity (kPa) 33 .. 8 23.5 17.3 13.3 10.4 8.5 7.0 5.9 5.0 4.7 

Load 500 wide Panel Max Deflection (mm) 2.9 4.2 5.7 7.4 9.4 11.5 14.0 16.7 19.5 20.5 

Safe Load Limit {kPa) for sean/200 15.9 10.7 7.5 5.5 4.1 3.2 2.5 2.3 

LINE LOAD Max Load Capacity (kN) 7.3 6.0 5.1 4.6 4.0 3.6 3.3 3.0 2.8 2.7 

Load 500 wide Panel Max Deflection (mm) 2.8 4.0 5.5 7.2 9.1 11.2 13.6 16.1 19.0 19.8 

Safe Load Limit (kN) for Span/200 4.8 3.8 3.0 2.4 2.0 1.7 1.4 1.3 

SAFETY 



LOAD TABLES GRATING - 40 X 500MM WIDE PANEL 

SINGLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2100 2250 2400 2550 2700 2850 3000 

UDL Max Load Capacity (kPa) 45.5 31.6 23.3 17.8 14.0 11.4 9.4 7.9 6.7 5.8 5.1 4.4 3.9 3.5 3.1 2.8 

Load 500 wide Panel Max Deflection (mm) 3.3 4.8 6.5 8.5 10.8 13.3 16.1 19.1 22.4 26.0 29.9 34.0 38.4 43.0 48.0 53.1 

Safe Load Limit {kPa) for sean/200 29.7 18.7 12.5 8.8 6.4 4.8 3.7 2.9 2.3 1.9 1.6 1.3 1.1 0.9 0.8 

LINE LOAD Max Load Capacity (kN) 8.5 7.1 6.1 5.3 4.7 4.3 3.9 3.6 3.3 3.0 2.8 2.7 2.5 2.4 2.2 2.1 

Load 500 wide Panel Max Deflection (mm) 2.7 3.8 5.2 6.8 8.6 10.6 12.9 15.3 18.0 20.8 23.9 27.2 30.7 34.4 38.4 42.5 

Safe Load Limit (kN) for Span/200 6.1 4.7 3.7 3.0 2.5 2.1 1.8 1.5 1.3 1.2 1.0 0.9 0.8 0.8 

DOUBLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2100 2250 2400 2550 2700 2850 3000 

UDL Max Load Capacity (kPa) 45.5 31.6 23.2 17.8 14.0 11.4 9.4 7.9 6.7 5.8 5.1 4.4 3.9 3.5 3.1 2.8 

Load 500 wide Panel Max Deflection (mm) 1.3 1.8 2.5 3.3 4.1 5.1 6.2 7.3 8.6 10.0 11.5 13.1 14.7 16.5 18.4 20.4 

Safe Load Limit {kPa) for sean/200 5.0 4.1 3.4 2.9 2.4 2.1 

LINE LOAD Max Load Capacity (kN) 11.3 9.4 8.1 7.0 6.2 5.7 5.2 4.8 4.4 4.0 3.7 3.5 3.3 3.2 3.0 2.8 

Load 500 wide Panel Max Deflection (mm) 1.7 2.3 3.2 4.3 5.4 6.7 8.1 9.5 11.3 13.1 15.0 17.0 19.1 21.4 23.9 26.5 

Safe Load Limit (kN) for Span/200 4.5 3.8 3.2 2.8 2.5 2.2 2.0 1.8 1.6 

TRIPLE SPAN 

Load Condition Loading Criteria 750 900 1050 1200 1350 1500 1650 1800 1950 2000 

UDL Max Load Capacity (kPa) 56.9 39.5 29.0 22.2 17.5 14.2 11.7 9.8 8.3 7.8 

Load 500 wide Panel Max Deflection (mm) 2.1 3.1 4.2 5.6 7.0 8.7 10.5 12.4 14.6 15.3 

Safe Load Limit {kPa) for sean/200 16.8 12.2 9.2 7.1 5.3 4.7 

LINE LOAD Max Load Capacity (kN) 12.1 10.2 8.7 7.6 6.7 6.1 5.6 5.1 4.7 4.5 

Load 500 wide Panel Max Deflection (mm) 2.1 3.0 4.1 5.4 6.8 8.4 10.2 12.0 14.2 14.6 

Safe Load Limit (kN) for Span/200 6.6 5.4 4.5 3.8 3.2 3.1 

SAFETY 



LOAD TABLES ALUMINIUM CATWALK SYSTEM 

SINGLE SPAN 2.5 kPa 4.0 kPa 

Handrail Hanrail No Handrail Hanrail No 

Nominal Width (mm) Both Sides One Side Handrail Both Sides One Side Handrail 

600 7.7 6.5 6.2 6.2 5.3 5.0 

900 6.4 5.4 5.1 5.1 4.3 4.1 

1200 5.4 4.6 4.3 4.4 3.7 3.5 

DOUBLE SPAN 2.5 kPa 4.0 kPa 

Handrail Hanrail No Handrail Hanrail No 

Nominal Width (mm) Both Sides One Side Handrail Both Sides One Side Handrail 

600 8.1 6.9 6.5 6.5 5.5 5.2 

900 6.7 5.8 5.4 5.4 4.6 4.3 

1200 5.7 4.9 4.6 4.6 3.9 3.7 

TRIPLE SPAN 2.5 kPa 4.0 kPa 

Handrail Hanrail No Handrail Hanrail No 

Nominal Width (mm) Both Sides One Side Handrail Both Sides One Side Handrail 

600 8.5 7.3 6.8 6.8 5.8 5.4 

900 7.1 6.0 5.6 5.6 4.8 4.5 

1200 5.9 5.0 4.7 4.8 4.1 3.8 

SAFETY 


